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SOLUTIONS LS GLO IP 9W DOWNLIGHT

FEATURES

- High efficiency COB.

- Fit in most of MR16 downlight converters.

- 5-year guarantee.

Technical Data

Input Voltage/Hz AC200-240V 50/60Hz
Output Voltage/Current  pC38.5V/210mA
Power 9w

Rated Input Current 0.05A

THD <25%

PF value >0.9

Ingress Protection IP65 Below Ceiling
Operating Temperature  -10—40°C

Dimmability Triac dimmable

% R .
. (DALI Dimming available upon request)*
Optical Data
LED Brand CREE COB LED
39mm CRI 8090
e SDCM <3
@100mm
Beam Angle 15°/24°/36°/60°
Colour Temperature 2700K/3000K/4000K

System luminous efficacy up to 97Im/W
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Matt White Matt Black @90-92mm
Colour Finishes Cut-Out Size CREE é R o H S c € : : ﬂ
LED
BEAM BEAM CRIR9
VALUE LIFETIME RATING
MODEL = cCT cRI | g0 LUMEN | EFFICACY  CRI a0 LUMEN | EFFICACY
15° 878Im 89Im/W 15° 736Im 75Im/W R=88 600031“55 L0
. , B 60000Hrs L9O
LS-GLO- 24 776Im 89Im/W 24 732Im 75Im/W R=87 o
oW- 2700K
2700K 36° 863Im 88Im/W 36° 730Im 75Im/W R=87 600031”55 L0
60° 842lm 86Im/W 60° 713Im 73Im/W R= 87 600031“53 190
15° 885Im 90Im/W 15° 7461m 73Im/W | R=85 p0000s L90
. , B 60000Hrs L9O
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. . B 60000Hrs L9O
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oW- 4000K
4000K 36° 918Im 93Im/W 36° 799Im 81lm/W R=78 eooogriors L0
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